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LABEL W/core depressor
YK-03L 059-1. 7G3. 4G ®
OFF:2.7+0.5 Bar MW
ON:3.4+0.5 Bar ®
sk 250V 64 s C €003
|_DATE CODE
TECHNICAL SPECIFICATIONS
OFF PRESSURE - .. .. .. .. .. .. - 1.740.5 Bar
CLOSE PRESSURE . =~~~ - 3.440.5 Bar
PROOF PRESSURE -~ .~ . ~ 95 Bar
BURST PRESSURE _ . . . .. ... . . _ 345 Bar
TEMPERATURE RANGE _ . . . . . .. _ Ambient: -30°C to +80°C
Fluid: -50C to +120C
ELECTRICAL RATING - . . . . . . . - 250Vac 6A
INSULATION RESISTANCE - - . - DC500V, LARGER THAN 100M Q
CONTACT RESISTANCE BETWEEN TERMINALS = {gss THAN 50mQ
DIELECTRIC STRENGTH - - - .- - .. . - 1550 VRMS terminals to fitting
UL RECOGNIZED ... FILE SA13309, CON SDFYS
CE RECOGNIZED - - - . - . . ... .. . — 40000571
LIFE AT RATED LOAD_ . . ... . . - 100, 000 Cycles
SWITCH CONFIGURATION - - SPST, at atmospheric pressure:OFF

CUSTOMER NAME:

Changohon Watch-vell. Pressure Control Technology Go. Lo, [SUSTMER P

Match-well P/NYK=03L 059-1. 7G3. 4G
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